er a wide range of window shutters, suitable for both commercial and
domestic applications. Available in a unique heavy-duty extruded aluminium profile
or foam filled aluminium, we are confident we have the perfect solution to suit both
your requirements and budget. Manufactured in the UK from certified European
components and controls we guarantee the highest quality available.
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Standard Specifications

Security Window Shutter

44mm heavy-duty extruded lath (punched and glazed available on request)
66mm heavy-duty extruded guide section complete with brush strips
47mm heavy-duty extruded bottom rail complete with weather strip

Canopy box complete with heavy duty cast aluminium end plates and security auto-locks.

Box sizes - 150, 165, 180 & 205mm with a 45° chamfered edge and 250mm none chamfered edge.

Note: All of the above components are available in the eight standard colours detailed below.
Specific colours are available on request using our powder coating service.

Window Shutter

42mm foam filled aluminium lath

53mm extruded guide section complete with brush strips
47mm heavy-duty extruded bottom rail complete with weather strip

Canopy box complete with heavy duty cast aluminium end plates and security auto-locks.
Box sizes - 150, 165, 180 & 205mm with a 45° chamfered edge and 250mm none chamfered edge.
Note: All of the above components are available in the eight standard colours detailed below

and painted Golden Oak.
Controls

Electrically operated window shutters are powered by class leading EURODRIVE Tubular Motors, which offer
unparalleled reliability and performance within the roller shutter industry. There are many control options
where electrically operated shutters are selected, from a simple single shutter controlled by one wall mounted
switch right through to groups of shutters operating simultaneously by hand held remote control.

Where electric operation is not available, we offer a manual version that utilises a spring within the canopy box

to assist with lifting and also a key operated bottom rail lock and grab handles.

Standard Colour Range

White Brown
RAL9010 RAL8019

Ivory
RAL1015

Approved Installer

Black
RAL9005

Anthracite
RAL7016
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Bottom Rail

Lath
Guide Section
Canopy
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Please note some marking may occur at the
top of the concave side of the door over
time. The is unavoidable and due to the
rolling nature of the product and locking
mechanism. DRS Premier is a brand name
of DRS UK. DRS UK reserve the right to
alter specifications to the design and the
manufacture process without notification.
All specifications are correct at time of
publication, errors and omissions excepted.




